VEPO

MARINE FLOORING

T —y

=

INSTALL LIKE A PRO

BASIC GUIDELINES FOR BEST RESULTS

This step-by-step guide is designed to help Tools Needed for Installation
you through the entire DIY OrthoDek Acetone or Isopropyl Alcohol
Flooring installation process, ensuring you Clean Lint-Free Rags
can install this custom-fit marine flooring Utility or Razor Knife
with confidence. 5LB Roller

Masking Tape
Before you start, make sure you have all the Paint Scraper

necessary materials and tools. .
Recommendations

Product Package Contents Install indoors when possible

Labeled Flooring Panels Best results for outdoor installs are temperatures
Installation Plans between 60° - 85°

Maintainenece & Care Guide Organize and layout panels in appropriate
sections before installation
Keep uninstalled panels out of direct sunlight

WWW.vepoco.com
(440) 709-8349




VePO OrthQDek

MARINE FLOORING

Step-By-Step Instructions

Preparation

1.

Wipe down all surfaces where marine flooring will be installed using acetone. This removes dirt, wax,
and other surface contaminants.

2.  After the acetone wipe-down, clean the area with an ammonia-based cleaner.
» Perform this process section by section,immediately before installing each new piece of flooring.

Installation

3. Place the pad on the surface to check fit and spacing. Adjust as needed to determine the exact installation
location.

4.  Flip the pad over. Using a razor blade, score the liner down the center at its shortest width. Make sure the
cut goes completely through the liner, dividing it into two separate pieces.

5. Use masking tape to secure one side of the pad in place. This will hold it in the exact position where it will
be installed.

6. Lift the untaped side of the pad and peel back part of the liner to expose the adhesive.

7. Slowly and carefully lower the pad toward the surface. While doing this, use your free hand to apply light
downward pressure as you adhere the pad. Too much pressure can distort or stretch materials.

8.  Starting from the center and working outward, continue peeling back the remaining liner while applying
the pad. Gently press to smooth as you go to ensure a flat finish and initial bond.

9.  Remove the masking tape from the other side of the pad, then repeat steps 4 through 6 for that side.

10. Once the entire section is covered and in place,use a 5Lb roller over the flooring to remove any air pockets

and ensure complete and even adhesion. Firmly rub all outside edges for a complete and final seal.



